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Abstract

Moisture excess is the difference between the indoor and outdoor absolute humidity. British Standard 5250 presents humidity
classes which relate moisture excess to monthly outdoor temperature. These classes are useful for simulations and assessing
moisture conditions. Comparisons of measured data with the classes often uses data averaged over shorter periods than a month,
but it is unclear what impact the averaging period has on moisture excess. This study examined how hourly, daily, weekly, and
monthly averaging influences moisture excess curves. The results show that only weekly and monthly averages produce similar
curves, and that longer averaging periods reduce the range of outdoor temperatures captured. These results highlight the
importance to specifying the granularity of data when comparing moisture excess.

Peer-review under the responsibility of the organizing committee of the ICMB25.
Keywords: Indoor air humidity; indoor climate; moisture excess; humidity classes.

1. Introduction/Background

Moisture excess is the difference between the indoor and outdoor absolute humidity. British Standard (BS)
5250 presents the concept of humidity classes which relate moisture excess to monthly outdoor temperature [1].
These classes are useful for assessing the moisture conditions of a building and as inputs for hygrothermal
simulations. The classes have been derived “from buildings in Western Europe” [2] but further details on the data
origins are not provided.
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In the literature, measured moisture excess from dwellings has been compared with the humidity classes using
averaging periods ranging from hours [3] to weeks [4]; however, the BS 5250 curves are based on monthly data.
It remains unclear how appropriate it is to compare moisture excess data that has been averaged over different time
periods. As averaging period increases, it is expected that the influence of short-term fluctuations in moisture
production and ventilation on moisture excess would decrease. However, there has been little investigation into
this. Thus, the aim of this work is to investigate the impact of the averaging period on moisture excess curves.

2. Method

The analysis method was similar to a previous study [5]. The IDEAL Household Energy Dataset [6] was
analysed which consists of indoor temperature and relative humidity data measured in 255 dwellings monitored
between August 2016 and July 2018. For this analysis, only data from bedrooms was analysed.

The indoor humidity load was expressed as the moisture excess (g/m?) which is defined as the difference
between the indoor and outdoor moisture content of air. The sensor data was resampled as hourly, daily, weekly
or monthly averages. For each bedroom, the moisture excess was sorted according to the outdoor temperature
using 1°C increments. For each increment, the maximum moisture excess was noted which allowed for a single
moisture excess curve to be generated for a room. After plotting all the room curves, the 90" percentile was
calculated which represents an upper boundary.

3. Results and Discussion

The results are shown in Fig 1. As the averaging period increases, the 90" percentile moisture excess curves
shift downwards, although all curves exhibit a similar trend of decreasing moisture excess with increasing outdoor
temperature. Longer averaging periods also resulted in the exclusion of some lower and higher outdoor
temperatures, likely because such temperatures occur only for short time periods. Figure 2 shows the percentage
reduction in moisture excess for the daily, weekly, and monthly data relative to hourly data. The reduction
increases with longer averaging periods, but the weekly and monthly data are similar in reduction.
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Figure 1. Moisture excess as a function of outdoor temperature for bedrooms. The dotted line (“BS 5250”) shows the boundaries of humidity
classes 2 and 3 which represent dwellings. The grey lines (“Measured data”) represent individual rooms. The black line represents the 90™
percentile.
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4. Conclusion

Moisture excess curves derived from measured data are
affected by the averaging period. The results show that
only weekly and monthly averages produce similar curves,
while large differences are observed when comparing
hourly or daily data. However, all curves exhibit a similar
trend of decreasing moisture excess with increasing
outdoor temperature. Additionally, longer averaging
periods reduce the range of outdoor temperatures captured,
which is an important consideration if the purpose of - {_-'J :I. ]:j ]'5 3:3 25
analysis is to propose changes to the humidity classes.
These findings also suggest that comparisons between
weekly and monthly data may be appropriate, though = Daily  ==< Weekly - Monthly
further analysis is required.
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Figure 2. Percentage reduction in the moisture excess 90™ percentile
curves for daily, weekly and monthly data compared to hourly data.

References

[1] BSI(2021) BS 5250:2021 Management of moisture in buildings — Code of practice. British Standards Institute

[2] BSI (2013) BS EN ISO 13788:2012 Hygrothermal performance of building components and building elements — Internal surface
temperature to avoid critical surface humidity and interstitial condensation — Calculation methods. British Standards Institute

[3] Zemitis J, Bogdanovics R (2020) Preliminary results of indoor moisture excess measurements for residential and office buildings in
Latvia. E3S Web of Conferences. https://doi.org/10.1051/e3sconf/202017211008

[4] Kalamees T, Vinha J, Kurnitski J (2006) Indoor Humidity Loads and Moisture Production in Lightweight Timber-frame Detached
Houses. Journal of Building Physics 29:219-246

[5] Ahmed J, Altamirano-Medina H, Allinson D, Mawditt I (2025) Moisture Excess in UK Dwellings: Preliminary Analysis. In: Berardi U
(ed) Multiphysics and Multiscale Building Physics. Springer Nature Singapore, Singapore, pp 291-296

[6] Pullinger M, Kilgour J, Goddard N, et al (2021) The IDEAL household energy dataset, electricity, gas, contextual sensor data and survey
data for 255 UK homes. Scientific Data 8:1-18

Publisher note

The abstracts published in this Supplement have been typeset from electronic submissions and camera-ready
copies prepared by the authors. Every effort has been made to reproduce faithfully the abstracts as submitted.
These abstracts have been prepared in accordance with the requirements of the International Conference on
Moisture in Buildings 2025 and the UK Contre for Moisture in Buildings and have not been subjected to review
nor editing by the journal UCL Open Environment (published by UCL Press). However, no responsibility is
assumed by the organisers or publisher for any injury and/or damage to persons or property as a matter of products
liability, negligence or otherwise, or from any use or operation of methods, products, instructions or ideas
contained in the material herein.

ICMB25 3



