
UCL Open Environment Preprints
Article Title:

Lime finishes: what's the point? Pressure difference in storm conditions in a changing climate

Author(s):

Tim John Meek1, Kathryn North2, C Douglas Moore3, Jens–Arne Subke4

Affiliations:

Biological and Environmental Science, University of Stirling, UK 1 ; Biological and Environmental Science,
University of Stirling, UK 2 ; Biological and Environmental Science, University of Stirling, UK and Forest
Research, Northern Research Station, Roslin, Midlothian, UK 3 ; Biological and Environmental Science,
University of Stirling, UK 4

ORCID IDs:

Corresponding Author:

Tim John Meek (tim_meek@icloud.com)

DOI:

https://doi.org/10.14324/ucloepreprints.299.v1

Licence information:

This is an open access preprint distributed under the terms of the Creative Commons Attribution License
(CC BY) 4.0. https://creativecommons.org/licenses/by/4.0/.

Preprint Statement:

This article is a preprint and has not been peer-reviewed. The article has been submitted to UCL Open
Environment (ISSN: 2632-0886) and is under consideration for publication following peer review.

Preprint Version:

This is version of this article.

Data Availability Statement:

All data generated or analysed during this study are included in this published article (and its supplementary
information files).

Keywords:

heritage, water penetration, pressure difference, limewash, harl

https://doi.org/10.14324/ucloepreprints.299.v1
https://creativecommons.org/licenses/by/4.0/


 1

Lime finishes: what’s the point?  1 

Pressure difference in storm conditions in a changing climate 2 

Tim Meek1*(tm72@stir.ac.uk), Kathryn North1, C Douglas Moore1,2, Jens-Arne Subke1 3 

1 Biological and Environmental Sciences, University of Stirling, FK9 4LA Scotland, UK 4 

 2 Forest Research, Northern Research Station, Roslin, Midlothian, EH25 9SY, Scotland, UK 5 

 6 

Abstract. Climate change is driving the heritage industry to reconsider conservation strategies of its buildings. 7 

To date, the default repair method for rubble stone buildings has been pointing, and the style employed is the 8 

heritage joint: a recessed joint with aggregates exposed. In this paper we challenge this traditional repair approach, 9 

demonstrating that a bare stone method leaves historic fabric vulnerable to decay and water penetration, and 10 

presents historic buildings without appropriate nuance. By turning to the archaeological record, we reveal a more 11 

effective way of conserving building fabric. We illustrate that pre-industrial (i.e. pre-20th-century) Scottish 12 

vernacular buildings were originally completely lime-coated, and that the now-dominant presence of pointed stone 13 

has instead emerged through prolonged exposure to weather conditions over time. Extreme weather episodes 14 

characterized by storm conditions create external/internal pressure differences on windward elevations. In an 15 

innovative experiment, we demonstrate that pressure difference is the most significant contributor to water 16 

penetration at key areas in the building envelope. Crucially, the experiment shows that complete lime covering of 17 

rubble stone buildings effectively mitigates this ingress, while the heritage joint—despite being the conservation 18 

industry standard—is the least effective barrier to water.  19 

 20 

Keywords: harl, limewash, pressure difference, water penetration, heritage 21 

1      Introduction 22 

The heritage industry acknowledges the significant challenges of adapting traditional pre-industrial (i.e. pre-20th-23 

century) Scottish vernacular buildings [1] to lower thermal conductivity [2;3;4], improve internal comfort [5], and 24 

reduce energy use and running costs. However, it has failed to consider whether we have accurately understood 25 

the original design, functionality and presentation of rubble buildings - buildings once lime-coated. This paper 26 

specifically examines the physical loss and impact of external lime finishes—primarily harl, a coarse mix of sand, 27 

aggregate, and calcium oxide/hydroxide—applied to wall faces with a snub-nosed trowel using a deft flick of the 28 

wrist.  29 

In response to the energy and climate crisis, Historic Environment Scotland (HES) commissioned a 30 

nationwide survey to establish the spatial and temporal extent of external lime finishes [6], also characterizing 31 

their types, thickness, and evolution. Published in 2019, the results were compelling, with survivals recorded from 32 

the Early Medieval Period (300 CE – 1100 CE in Scotland) through to the twentieth century, particularly in more 33 

isolated areas of the country. It was noted that the thickness of harl reduced with the introduction of Palladianism 34 

in the 18th century [7] and that the use of complete finish diminished through time. Additionally, by the late 35 

seventeenth century, ashlar stone had become the elite preference, and by the late eighteenth century, Romanticism 36 

encouraged the use of split and sawn stone in rustic styles [8][9], enabling the development of Scotland’s varied 37 

pointing styles [10]. The use of bare stone in its varying forms contrasts directly with the universal application of 38 

finishes in the period prior to the Long Eighteenth Century. However, two unforeseen outcomes of the study were 39 
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significant: Scotland has 16 different pointing styles with the overwhelming commonality being lining out, 40 

meaning pressing into the mortar while still ‘green’ and able to be marked with a purpose-made tool. Secondly, 41 

no evidence was found in the archaeological record for the now universal method of pointing with what is known 42 

as the ‘heritage joint’ (Pers Comm, Gerard Lynch), meaning that the open joint was filled with lime mortar and 43 

subsequently pressed back with a stiff brush to recess the joint, clearly defining the shape of the stone and exposing 44 

the aggregates included in the mortar giving an ‘aged’ appearance. 45 

Other significant observations were apparent. Many buildings had been harled/Finished During 46 

Construction (FDC) [11]. FDC likely aided carbonation—the process of absorbing atmospheric carbon dioxide to 47 

produce a robust mortar without the use of additives—to provide a durability demonstrable by the long-term 48 

survival of external finishes in exposed locations. Less robust limewash was found predominantly in sheltered 49 

areas. However, it was noted that the limewash was seen to extend over harled surfaces, but it also folded around 50 

chamfered and roll-moulded details into doors and windows, offering complete seamless external surfaces.  51 

The HES study concluded that there has been a widespread misunderstanding relative to the functional 52 

and presentational value of rubble stone buildings in Scotland, and that all masonry surfaces had been coated with 53 

harl or plaster prior to the Long Eighteenth Century. This simple statement underpins a previously flawed and 54 

embedded historiography that has informed practical conservation [12; 13]. The aim of this paper is to examine 55 

and demonstrate the benefits of complete lime coats.  56 

1.1 Wall morphology – points of vulnerability 57 

In tandem with the evolution of finishes, the HES survey noted that wall widths generally reduced from 58 

approximately 1.5 m to 600 m. In key areas, such as windowsills and lintels, masonry could be as narrow in 59 

section as 150 mm (Fig. 1). Cracking of the external envelope around windows was common, often extending 60 

from ground level up through the masonry to crowsteps, skews and eaves tabling. This phenomenon was common 61 

when raised margins were introduced in the late seventeenth century, and masons were required to place the sill 62 

on padstones and fill the void below retrospectively. In this scenario, the masonry below the sill was not under 63 

compression because the stone was slotted in from the face of the wall rather than built from above. It is worth 64 

noting that perpendicular joints do not have the same degree of compression as the horizontal bedding joints 65 

because the load of the wall only increases on the bedding mortar. The under-sill area was especially vulnerable 66 

to water inundation because of the greater discharge from glass. Both the sill and lintel have a transverse joint, 67 

being any joint in a single skin of masonry without a core and inner leaf. The HES survey defined this as 68 

constructional flaw, which was almost universal within domestic architecture. This assessment also applied to 69 

ecclesiastical buildings, where masonry does not have the same diminution. The number and size of windows 70 

increased throughout the period of the Long Eighteenth Century, further puncturing the structure. This is 71 

problematic, particularly at corners, leading to cracking, often breaking sills and lintels. 72 

British Standard (BS) BS5628-3:2005—a code of practice for the use of masonry, specifically focusing 73 

on materials and components, design, and workmanship—makes clear that in no circumstances may a wall of 190 74 

mm or less be left exposed, even in the most benign of conditions. Working within the code’s parameters, single- 75 

skin masonry would be regarded as unsuitable construction without a coating. In short, the heritage industry 76 

expects once-coated, often deteriorated fabric in exposed conditions to perform like modern masonry with vapour 77 

barriers and render. 78 
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 80 

Fig. 1. Schematic showing specific areas of vulnerability and how each elevation is made up as a series of substantial piers 81 
with insubstantial ties. 82 

Moreover, Scotland has some of the highest rainfall and wind speeds in the UK [14]. Spells of intense 83 

rain with a driving component are becoming more common and the relationship between the width of masonry 84 

units and a deteriorating climate have become crucial. Assessments have been made that examine the impact of 85 

Wind-Driven Rain (WDR) upon building fabric [15; 16; 17]. The presumption in this work and others is that WDR 86 

is the agency that facilitates water penetration, as well as the capillarity of different stone and joint types [18]. 87 

This paper accepts the importance of WDR and capillarity. However, wind also creates pressure differences 88 

between the outer face of the windward elevation and the interior space, and that pressure difference between the 89 

two environments is the more impactful contributor to inundation within the context of non-airtight historic 90 

structures. WDR is the corollary of Pressure Difference (PD), and the experiment below compares the capacity of 91 

lime-harled and uncovered masonry surfaces to resist air and water penetration in a variable air pressure 92 

environment where wall thickness diminishes.  93 

Furthermore, air distributed around a building may have differences in pressure. These differences are 94 

related to three primary factors: the geometry of the structure, the angularity of any additional features, and the 95 

height of a building and the roof pitch. Wind speed and its direction also influence air pressure differences. 96 

However, when wind direction is in line with a specific elevation, the pressure at that point is defined by: 97 

𝑃 = 𝐾
௣೚௩మ

೚

ଶ
 98 

Where P is the elevation pressure point in Pa; K the drag coefficient; 𝑣 𝑜⁄  the wind velocity in metres per second; 99 

and 𝑝௢the force of wind velocity in kilograms per square meter [19]. 100 

The air flow that envelopes a structure, rather than confronting a vertical face, does so as a dynamic flow 101 

with static pressure [20; 21]. However, when low pressure air with an accompanying wind confronts the vertical 102 

face of the building, the wind velocity is curtailed, and stagnation pressure is created as the wind and its inherent 103 

kinetic energy [22] decelerates. The stagnation point denotes the height on a building elevation at which the wind 104 
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is at its greatest velocity when it contacts the vertical face and divides around the sides and roof. In addition, 105 

complex building morphology—shape, height, sculpture, castellated parapet and roof pitch, for instance—106 

determine the local pressure coefficient at any given point. The net pressure varies significantly around the 107 

building, from positive pressure on the windward side, to negative pressure on the leeward side. It is significant 108 

that the stagnation pressure point is in the upper area because the evidence of water penetration in the upper area 109 

is ipso facto likely to be apparent lower down the elevation due to the forces of gravity. Identifying sources of 110 

penetration can be difficult, but single-skin, diminished masonry areas are obvious starting points in any 111 

assessment. A diminution in wall width at parapet level with an underlying tripartite wall system is especially 112 

vulnerable given its height and exposure. It is this configuration that can be expected on a church tower, for 113 

instance. The problem is given greater complexity because while the outer face of the parapet on the windward 114 

side can be expected to be the zone of high pressure, the position is reversed on the leeward parapet where the 115 

inward face of the parapet becomes the positive zone.  116 

 Air infiltrates and exits the historic building envelope through several places, mainly the roof, eaves, 117 

doors, and windows [23]. Cracks in masonry may form additional ‘air leakage paths’ [24; 25]. These cracks may 118 

be small—almost too small to be seen—but these can be the source of inundation in storm conditions where 119 

external pressure is greater than internal pressure (Fig. 2). Positive external and negative internal pressure 120 

differences are at their greatest in storm conditions when air infiltration on the windward elevation is less than the 121 

sum of air exfiltration on the side and leeward elevations [26; 27; 28; 29; 30; 31]. During storms Ciara (8th–9th 122 

February 2020) and Aiden (1st–2nd November 2020), gusting pressure differences of between c. 10 and 280 Pa 123 

were recorded within a roofed structure in Stirlingshire (Meek, personal observations), with wind speeds of 124 

between 70–80 mph and rainfall 100 to 177 mm in a 24-hour period [32].  125 

 126 
Fig. 2. Left: Positive pressure on the windward elevation, variable pressure on the roof depending on angle, negative pressure 127 
on the leeward side and negative pressure internally. Right: Vulnerable pressure points: lintels and sills. 128 

 129 
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 131 
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 134 
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 136 

 137 
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1.2 Air pressure difference calculation 138 

The air pressure difference across an outside wall of a building is considered by engineers when assessing the 139 

lateral forces that impact structural integrity of a building. The British Standard (BS6399 Part 2, 2002) uses the 140 

following equation for the external pressure (pe) at any point in the building: 𝑝௘ = 𝑞௦ 𝐶௣௘  𝐶௔ (Section 2.1.3.1, 141 

Equation (2)), 𝑞௦ being the dynamic pressure at the site, defined using a standard wind speed for the location, and 142 

takes account of local site factors such as the topography. This pressure, which may be in the range 500–1500 Pa. 143 

𝐶௣௘, is the external pressure coefficient, and varies for different parts of the building in the range +0.8 to -1.3. Ca 144 

is a size-effect factor, which takes account of the non-simultaneous action of gusts across a surface and is 1.0 for 145 

small buildings, reducing to 0.85 for larger ones. 146 

The internal surface pressure is calculated from the equation: 𝑝௜ = 𝑞௦ 𝐶௣௜ 𝐶௔ (Section 2.1.3.2, Equation 147 

(3)) for which 𝑞௦ and Ca are the same as for the external pressure, and the internal pressure coefficient (Cpi) 148 

depends on the permeability of the walls and the presence of openings. It is assumed for buildings of the type 149 

under consideration to be -0.3 (Table 16 in BS6399 Part 2). The external pressure is positive on the front 150 

(windward) face where the 𝐶௣௘ is the range of +0.8 to +0.6, depending on the building shape, and negative on the 151 

sides and leeward face, with a maximum negative pressure on the 20% of the side walls nearest the front of the 152 

building where 𝐶௣௘ is -1.3. 153 

1.3 The Aim of the Experiment  154 

This paper aims to critically evaluate the prevailing conservation practice of using recessed pointing with exposed 155 

aggregates—commonly referred to as the ‘heritage joint’—in rubble stone buildings. We challenge the assumption 156 

that this finish reflects original design intent, proposing instead that it results from long-term weathering. To test 157 

the impact of different pointing and coating methods on moisture resistance, we conducted a controlled experiment 158 

simulating storm-driven water ingress. Specifically, we measured water permeability across three conditions: (a) 159 

a 465 x 0.065 mm under-sill crack, (b) an intact under-sill finished with high-calcium hot-mixed mortar, and (c) 160 

natural hydraulic lime mortars. Our aim is to assess the efficacy of these finishes under realistic storm conditions 161 

and to determine whether the heritage joint adequately protects historic fabric compared to full lime coatings. 162 

2      Methodology 163 

An experimental sealed chamber was constructed with a simulated window embrasure in a stone wall at the 164 

Scottish Lime Centre Trust, Charlestown, Fife, KY11 3EN (National Grid Reference: NT 06478 83813). A 165 

pressure difference across the window embrasure was created by extracting air from the chamber to create specific 166 

internal/external pressure differentials in accordance with the British Standard BS EN 13829-2001 ‘Thermal 167 

performance of building -determination of air permeability of buildings – fan pressurization method’. The method 168 

was scaled down and substituted with an industrial dust extractor, which recreated the pressure differences defined 169 

in the British Standard above.  170 

2.1 Monitoring pressure difference and pressure regulation 171 

 Pressure was monitored using the calibrated digital pressure meter (Comark C9500, Fluke Precision 172 

Measurements Ltd, Norwich), to assess the actual pressure differences. The manometer expressing pressure 173 

differentials at 10Pa intervals. 174 
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2.2 ‘Window’ design and construction 175 

The window opening on the ‘windward’ side was closed with a timber frame covered in ply and then a secondary 176 

sheet of damp proof membrane. The panel was carefully scribed into the window opening to ensure a tight fit. 177 

The objective of covering the panel with membrane was to mimic the discharge of water from glass in an intense 178 

storm scenario. The window area was 1.675 x 0.9 m (H x W) and the area under the sill was 0.46 x 1.25 m.  179 

2.3 ‘Rainwater’ delivery system 180 

Increased intense storms with high volumes or rainfall have been recorded over the last decade, with the highest 181 

rainfall in January 2015 peaking at 323 mm. These figures have fluctuated since, but February 2020 was the 182 

second wettest in Scotland. The objective of the rainfall simulation was to provide a realistic volume of water.  183 

An independent hose system, using an off-the-shelf garden irrigation system from the tap to the window, recreated 184 

a high rainfall episode. The water from the tap was restricted to 1.5 bar with the volume water regulated at 185 

2.78 L/minute, which is comparable with storms Ciara and Aiden.  186 

2.4 Water capture 187 

Water was captured below the water on the ‘inward’ face of the wall in a fixed trough with water tabling. The 188 

trough was made of galvanized steel with stopped ends, fitted to the floor of the chamber at 60 mm from the face 189 

of the wall. Water retention pads with a capacity of 340 ml, made from a combination of paper pulp and a propriety 190 

‘super-absorbent’ polymer were placed in the trough. Pads were weighed prior to each run and the combined 191 

weight of ‘dry’ pads deducted from the combined weight of the pads/mat with water. 192 

2.5 Construction mortar 193 

Two separate experiments were run using different mortar mixtures. The mortar used in Experiment 1 replicated 194 

the construction mortar. It was made with Melville Gates (Angle Park, Ladybank, Cupar, Fife) coarse sand and 195 

St. Astier, NHL 2 (NHL 2), with a binder ratio of 2 parts sand and aggregates (void ratio of 34%) to 1 of NHL2 196 

by volume. The mortar mixture was designed to replicate the local hydraulic limes historically quarried and 197 

manufactured at Limekilns (Fife, Scotland). The mortar used in Experiment 2 was an HMM mortar mixed with 198 

Melville Gates sand and Shap high calcium kibbled quicklime at a rate of 3-part sand and aggregates to 1 part 199 

quicklime by volume. On slaking, this produced a mortar with a binder ratio of c. 2:1 that closely resembles the 200 

high binder to sand aggregate ratios found in historic buildings [33]. In both experiments, the term ‘closed slot’ 201 

refers to a wall with a simulated crack sealed, and the wall pointed with lime mortar, tamped with a churn brush 202 

to provide compaction and expose the aggregates; this is the method universally adopted in building conservation.  203 

2.6 Harl and sneck harl applications 204 

Harl was applied in two coats at c. 10 mm, with sufficient time between applications for the mortar to ‘firm up’ 205 

but remain ‘leathery’, meaning that it was no longer a semi-liquid but still malleable enough to mould. The sneck 206 

harl was applied as a single coat of c. 10 mm thickness. 207 

2.7 The experiments 208 

The experiments examined water penetration through single-skin masonry below a window in two scenarios: a 209 

wall constructed and finished with NHL 2 mortars, which was then contrasted with HMM alternative. Timings for 210 

individual runs were relative to the wall condition: open slot, closed slot, sneck harled, harled, and harled and 211 

limewashed. The open slot was tested at 2-minute intervals, alternating between 0 and 10 Pa, to 0 to 70 Pa with 212 

six repeats for each 10 Pa increment. The closed slot was tested at 30-minute alternating pressure differences. 213 
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Sneck harled, harled, and harled and limewashed scenarios, were tested at 60-minute alternating pressure 214 

differences.  215 

2.8 Statistical Analysis 216 

The impact of air pressure difference and wall covering treatment on water ingress was statistically analysed in 217 

the R Program for Statistical Computing version 4.3.2 (R Core Team, 2022). A generalised linear model was used, 218 

assuming a gamma error distribution (glm function in the stats package). We were not interested in the interaction 219 

between air pressure and treatment, and this was therefore excluded from the model, giving a final model (Water 220 

Ingress ~ Treatment + Pressure Difference). Post hoc pairwise comparisons between treatments were conducted 221 

Tukey’s HSD test (lsmeans function in the lsmeans package). Complete outputs are available in Supplementary 222 

Material. 223 

3      Results 224 

Increasing air pressure also increased the volume of water penetrating the wall in a statistically significant way 225 

(GLM: X2
1,250=5053, P<0.001). Differences in water penetration were noted at low pressure differences with an 226 

open slot. In the NHL trial at 0 Pa difference, the rate of penetration was around 120 ml/min, increasing to around 227 

380 ml/min at 70 Pa PD. In the HMM trial, water increased from 120 ml/min to 460 ml/min over the same pressure 228 

range. In both the NHL 2 and HMM scenarios, the impact of pressure difference at 70 Pa is significant enough to 229 

be visualized through the viewing port. The presence and type of surface finish had a highly significant influence 230 

on the volume of water penetration (GLM: X2
7,250=110, P<0.001), and the amount of water penetration was 231 

statistically significantly different between all lime treatments applied (Tukey’s HSD: P<0.05; Supplementary 232 

Material). Water inundation was progressively reduced when the differing lime treatments were applied (Fig. 3). 233 

With the slot filled, it was no longer possible to visually observe the increased flow of water penetration, 234 

even at 70 Pa, but the weight of the pads indicated that increased volumes were related to PD. By accessing the 235 

chamber during PD runs and observing the wall at floor level, it was possible to see water bubbling in the 236 

perpendicular joints at 70 Pa. This significant observation correlates with the difference in compression between 237 

bedding and perpendicular joints.  238 

In the NHL pointing trial the penetration rate at 0 Pa difference was 7 ml/min, increasing to 12 ml/min 239 

at 70 Pa PD (Fig. 3). In the NHL sneck harl trial at 0 Pa difference, the rate of penetration was 4 ml/min, increasing 240 

to 7 ml/min at 70 Pa, an increase of 3 ml/min. In the HMM trial at 0 Pa, the rate of penetration was 2 ml/min, 241 

whilst at 70ௗPa; this increased to 7 ml/min, an increase of 5 ml/min (Figs. 4 & 5). In the NHL harl trial at 0 Pa 242 

difference, the rate of penetration was 2 ml/min, increasing to 3 ml/min at 70 PA PD. This compares to the HMM 243 

trial of 3 ml/min vs. 5 ml/min for the same pressure change. In the NHL harl and limewash trial, as well as the 244 

HMM trial, there was no measurable increase in water ingress across the full pressure range. When pressure 245 

difference was raised to 120ௗPa (HMM), there was a significant exponential rise in inundation, which was 246 

particularly noticeable during the sneck harl model, rising from 2 ml/min – to 14 ml/min. Full harl showed a lower 247 

increase from 3 ml/min to 5 ml/min (Fig. 6).  248 

 249 
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 250 

Fig. 3. Water entering the chamber with NHL 2 & HMM in an open slot scenario. Contrasting harl scenarios are also shown 251 
for comparison. Lines indicate linear regressions. The shaded area represents the standard error of the mean.  252 

 253 

Fig. 4. Water ingress in an NHL 2 wall with an open slot relative to pressure difference and the moderating response of NHL 254 
2 mortars.  255 

 256 

Fig. 5. Water ingress for different surface covers and across pressure differential. Data are identical to those in Figure 4. but 257 
scaled to resolve low water ingress values with the varying treatments. Lines indicate linear regressions.  258 

 259 

Fig. 6. Water ingress values for NHL and HMM treatments compare water ingress between the two mortar types. The HMM 260 
Sneck harl data series, displays an exponential increase. Lines indicate linear regressions.  261 
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4      Discussion  262 

The anomaly in the greater volume of water entering the chamber with HMM harl compared with NHL harl is 263 

counter intuitive, given the current understanding of the benefits of hot-mixed mortars [34] but can be explained 264 

by the observations made before and during the pressurised runs. High calcium, high binder content mortars are 265 

prone to shrinkage as they cure [35], and if the mortar remains ‘plastic’ the process of shrinkage continues. The 266 

HMM mortars showed visible shrinkage cracks at all stages: building, sneck harl and harl.  267 

In the NHL trial, shrinkage cracking was not visible and only became apparent when bubbling water at 268 

the perpendicular joints was seen during the pressurised trial from within the chamber. This stopped when the 269 

sneck harl was applied. The bubbling remained evident with the HMM at all stages until the harl was limewashed, 270 

after which no measurable water entered the chamber. HMM shrinkage can be viewed as a contributor to water 271 

penetration within this context, which was resolved only when limewash filled the cracks. The relatively poor 272 

performing NHL sneck harl may be attributed to changes in the build quality of under-sill masonry. The 273 

experiment inherited the wall, but taking down and rebuilding the under-sill area for the HMM trials was 274 

undertaken by the author.  275 

As this paper demonstrates, there are vulnerabilities in reducing wall widths between windows which are 276 

clearly visible, often from ground level and travelling up through the structure. Given that these represent 277 

movement it is reasonable to assume that there will be smaller invisible cracking taking place. The water bubbles 278 

observed within the chamber are illustrative of the micro-cracking expected when buildings make imperceptible 279 

shifts.  280 

 281 

4.1 Conclusions drawn from the experiment 282 

External/internal pressure difference is a major contributor to water inundation anywhere where wall widths 283 

diminish and where cracking has occurred, however small and irrespective of mortar type. The experiment shows 284 

the benefits of harl and limewash in an exposed environment and has implications for repair strategies to heritage 285 

buildings. Innovative experimental testing therefore reveals that extreme weather amplifies pressure differentials 286 

that drive moisture into masonry. While full lime coatings offer strong protection, heritage joints perform poorly, 287 

prompting a vital rethinking of conservation priorities in a changing climate. However, we might recognise the 288 

duality of purpose in heritage building—both the functional and the presentational—and that their restoration 289 

using complete finishes as climate-active response should not be seen in isolation.  290 
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